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LOCKING DEVICES FOR DIAPHRAGM VALVES

Corrosion & Abrasion
Resistant Flow Control

KDV (THAILAND) CO. LTD
111/2 Moo.3, Tambol Krathun Lom
Amphur Samphran,
Nakornpathom 73220
Tel: +66 2 420 3848
Email: info@kdv.co.th
www.kdv.co.th

KDV CHINA
Xiaozhan Development Area
Jinnan
Tianjin City
China
Email: info@kdvflow.com
www.kdvflow.com

HEAD OFFICE - AUSTRALIA
16-18 Overseas Drive,
Noble Park, Vic
Australia, 3174
Tel: +61 3 8793 4000
Email: info@kdvflow.com
www.kdvflow.com

USA
KDV LLC
Suite 105
2785 Clairmont Road N.E
Atlanta, Georgia 30329
www.kdvflow.com

  Complies with various State OH&S guidelines
Prevents unauthorized valve operation
Fully open, fully closed and intermediate lockout positions.
Designed to suit multi-lock scissor hasps and padlocks
Factory supplied or retro fit*
*Twin plate style ex factory only 

A variety of styles is available to suit any Weir or Straight
Through Type Diaphragm Valve

Pin Style
• Suitable for Rising Handwheels including
   solid type and new K-Seal bonnet/handwheel
• Sizes from DN15-DN50
• Factory supplied or retro fit
• Manufactured in Stainless Steel

Twin Plate Style
• Suitable for Non Rising Handwheels
• Sizes from DN15-DN150
• Factory installed (not suitable for field fit)
• Cast iron shell and handwheel
• Stainless steel construction

 

Ladder Style
• Suitable for Rising & Non Rising Handwheels
• Sizes from DN50-DN300
• Factory supplied or retro fit
• Stainless steel construction
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